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Applications:  
 
S-TYPE load cell type STS4 can be used in small capacity 
weighing systems. 
 
Some applications are: 
 

- Batching scale 
- Industrial weighing systems 
- Force Calibration systems 

 
Main features:  
 

- Universal use 
- Low cost 
- Steel construction 
- Atex certification 

 
Portata nominale: 
 
Kg: 50-100-200-300-1000-1500-2000-3000-5000-7500 
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Specification: 
 

Rated output 2.0±10%mV/V 

Zero balance ±2%FS 
Non-linearity 0.02%FS 

Hysteresis 0.02%FS 
Non-repeatability 0.02%FS 

Creep (30min) 0.025%FS 
Temp. effect on output 0.025%FS/10°C 
Temp. effect on Zero 0.025%FS/10°C 

Input impedance 385±15Ω 
Output impedance 350±15Ω 

Insulation >2000MΩ/50VDC 
Recommended excitation 10V 

Max. excitation 15V 
Compensated Temp. range  -10 – +40 °C 

Operating Temp. range -20 – +60 °C  
Safe overload 150%FS 

Ultimate overload 300%FS 
Cable size 5x3000mm 

Protection class IP66 
Subject to change without notice 
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Dimensions:    (in mm; 1mm = 0.03937 inches) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Capacity (Kg) A B C M 

50÷500 63.5 22 59.5 M12 
1000÷2500 82 30 78 M16x2 
3000÷5000 102 45 90 M24x2 

7500 167 50 163 M30x2 
 
 
 
 

EXCITATION (+) RED

EXCITATION(-) BLACK

SIGNAL (-) WHITE

SIGNAL (+) GREEN

 


